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Technical details: 
 
3 x drawing lines 1 fine wire Samp 
 
Brand  ...................................................................................................................... Samp TRB-3 
Drawing model  .............................................................................................................. MS / 200 
Serial numbers  ............................................................................................... 6400 / 6401 / 6402  
Year of production ................................................................................................................ 1.976 
Resistance annealer model .................................................................................................  RC15 
Spooler model  ..................................................................................................................... TE42 
Max. diameter of reels ............................................................................................... DIN 420mm 
Maximum inlet wire diameter .............................................................................................. 2 mm. 
Maximum outlet wire diameter  ........................................................................................ 0,5 mm. 
Minimum outlet wire diameter  ...................................................................... 1,19 mm. at 20 m/s. 
Maximum drawing speed  ................................................................................................. 20 m/s. 
Steps ............................................................................................................................................  
 
 
Technical descriptions: 
 

- Annealing drive: through V-belts from the main machine. 
 

- Automatic voltage control: for acceleration / deceleration annealing. 
 

- Annealing cooling system: Heat exchanger/circulation pump included. 
 

- SAMP 16" Shaftless spooler Model TE-42 
 

-     3 SAMP drawing groups, all included in soundproof protection: 
- 1st line currently in operation 
- 2nd line works but stopped due to lack of production 
- 3rd line is for spare parts. 

 


